
slickrock METALLIC PEARL 260
Specification Data Sheet

Product Description 

Designed for photographers seeking to enhance their images with a metallic look, Slickrock
Metallic Pearl 260 transforms an image into life like, almost 3D quality. Black & White images
shine on this new paper producing deep dark blacks and ultra-bright highlights. The paper’s high
gloss and unique sheen make this ideal for everyday prints with a twist.

-Available in single sided sheets and rolls 

Application

Photography, Portrait, Posters, Graphic Art Reproduction

Type of Material
Basis Weight
Caliper
Opacity
Gloss (BYK) 75°
Whiteness (ISO)
OBA Content
Acid Free
PH Value
Coat

Recommendations

(212) 683-6990 (NYC)   (562) 928-5600 (LA)     moab@legionpaper.com  www.moabpaper.com

100% Alpha Cellulose
260gsm
12mil
97%
62%
80%
Yes
Yes
Neutral
Resin
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Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Profile

All
All
Pigment, Dye
72°F (22°C); Relative Humidity: 30-70% (Store in
original packaging)
Our Custom ICC Profile will produce optimum 
results

Physical Specifications


